FFL 55.252

NOTE: WINDPOSTS SUPPLIED WITH
PROPRIETORY TIES AT 225mm C/C
AS ANCON DETAILS. CONNECTION TO
SUPLIERS DETAILS

ANCON B65X60X4 WP3 WINDPOST

FULL DEPTH TIMBER PACKER BETWEEN
WALL & FIRST TRUSS

SOLID BLOCKING REQUIRED FOR FULL
EXTENT OF STRAPS

I

N
100_MIN.
N

I

30X5 GALVANISED MILD STEEL STRAPS
@ 1.2m MAX. C/C SECURELY FIXED

TO WALL, BENT 90° & TO TOP AT 3

No. JOISTS

ROOF BUILD UP, WATERPROOFING,
INSULATION ETC. TO ARCHITECTS
DETAILS

50X225 DP. C24 FLAT ROOF—
JOISTS @ 400 C/C

g
T/i
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2No. 50x225DP C24 JOISTS

100x50 C24 VERTICAL STUDS AT/EE ShEa d

400 C/C T <

2/75X225 C24 TIMBERS BOLTED
TOGETHER WITH M12 BOLTS @ 600 C/C

50X150 DP. C16 FLAT ROOF JOISTS @
400 C/C SECURED TO SUPPORTS WITH

SIMPSON STRONGTIE OR EQUIVALENT
JOIST HANGERS

FLOOR FINISHES, INSULATION, DPM,
DAMP—PROOFING, RADON BARRIER ETC.
TO ARCHITECTS DETAILS

ANCON B5X60X4 WP3 WINDPOST
BOLTED TO SLAB TO SUPPLIERS
DETAILS

100mm THK. 7N/mm? DENSE

150mm THK. GRADE C35 CONCRETE
GROUNDBEARING SLAB REINFORCED WITH

1 LAYER A252 MESH TOP, 35mm COVER.
GROUNDBEARING SLAB TO BE CAST ON 50mm

NN N

CONCRETE BLOCKWORK IN CLASS
M4 (i) MORTAR ABOVE DPC

EXTERNAL GROUND CONSTRUCTION

BLINDING OVER TYPE 1 803 GRANULAR FILL
MATERIAL. FILL TO BE WELL COMPACTED IN
150mm LAYERS TO COMPETENT STRATA
(MAX. 600mm FILL DEPTH).

N ANEN

FLOOR FINISHES, INSULATION, DPM,
DAMP—PROOFING, RADON BARRIER ETC.
TO ARCHITECTS DETAILS

150mm THK. GRADE C35 CONCRETE ——————
GROUNDBEARING SLAB REINFORCED WITH

1 LAYER A252 MESH TOP, 35mm COVER.
GROUNDBEARING SLAB TO BE CAST ON 50mm
BLINDING OVER TYPE 1 803 GRANULAR FILL
MATERIAL. FILL TO BE WELL COMPACTED IN

150mm LAYERS TO COMPETENT STRATA

(MAX. 600mm FILL DEPTH).

—EXISTING ROOF STRUCTURE

EXISTING LINTELS TO BE INSPECTED, ALLOW
FOR 2/203X102X23 UB'S BOLTED
TOGETHER WITH M16 BOLTS VIA 60.39x3.2
SPACER TUBES @ 1/3 POINTS.

OUTER UB PROVIDED WITH C16 TIMBER
PACKER BOLTED WITH M12 BOLTS @
MAX. 600 C/C.

WEB TO BE PRE-DRILLED WITH 14mma
HOLES TO ACCEPT BOLTS

MIN. 20mm GRACE AEROFIL2
JOINT FILLER WITH 20X20
POLYSULPHIDE SEALANT TO TOP

TO ARCHITECTS DETAILS FFL 55.252
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CANOPY FOOT SECTION

(SCALE 1:20)

SECTION 1—1 DETAIL A —

CANOPY UPPER HEAD CONNECTION

(SCALE 1:20)

(SCALE 1:20)

SECTION 2—2

(SCALE 1:20)
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THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION
UNLESS MARKED ABOVE "FOR CONSTRUCTION”

THE COPYRIGHT ON THIS DRAWING IS RETAINED BY
MICHAEL BEARDSALL ASSOCIATES LTD

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECTS AND ENGINEERS DRAWINGS AND
SPECIFICATIONS

THE CONTRACTOR IS RESPONSIBLE FOR ALL DIMENSIONS
AND THE CORRECT SETTING OUT ON SITE.
ONLY FIGURED DIMENSIONS ARE TO BE USED

DO NOT SCALE : IF IN DOUBT ASK
DIMENSIONS SHOULD NOT BE TAKEN ELECTRONICALLY

ALL MATERIALS AND WORKMANSHIP TO COMPLY WITH THE
CURRENT BRITISH STANDARDS AND CODES OF PRACTICE

ALL SET—OUT, LEVEL, & DIMENSIONAL INFORMATION
SHOWN ON THIS & ANY ASSOCIATED MBA DRGS TO BE
CONFIRMED & APPROVED BY THE ARCHITECT PRIOR TO
COMMENCEMENT OF ANY CONSTRUCTION OR FABRICATION
WORKS. REFER TO THE ARCHITECT'S DRGS FOR ALL
LOCATIONS, EXTENTS, SPECIFICATIONS, & DETAILS OF:
DPM, WATERPROOFING, RADON PROTECTION, SUB—FLOOR
VENTILATION, INSULATION, FINISHES, FIRE PROTECTION
ETC.

ALL STEELWORK TO BE HOT DIP GALVANISED TO
140MICHRONS AS G10 SPECIFICATION

FOUNDATIONS

ALL FOUNDATIONS TO BEAR ONTO UNDERLYING NATURAL
STRATA AS IDENTIFIED WITHIN |IAN FARMER ASSOCIATES SITE
INVESTIGATION REPORT (REF: 61201), AT A MINIMUM DEPTH
OF 0.9m BELOW EXISTING GROUND LEVEL, TO ACHIEVE
GROUND BEARING PRESSURE OF 150 kPa. PROVIDE GEN 1
LEAN MIX TO MAKE UP DEPTH BETWEEN CUT EXCAVATION
& BASE THICKNESS [INDICATED ON FOUNDATION DRAWINGS.

ALL MASS CONCRETE FOOTINGS TO BE C20 CONCRETE, ALL
REINFORCED FOOTINGS TO BE GRADE C40 CONCRETE, ALL
REINFORCEMENT TO BE PLACED WITH 35mm COVER
UNLESS NOTED OTHERWISE ON PLAN. REFER TO
ARCHITECT'S DRAWINGS FOR SETOUT OF ALL PROPOSED
FOUNDATIONS.

ALL STEEL COLUMNS BELOW GROUND LEVEL TO BE
ENCASED IN GRADE C35 CONCRETE 100mm Thk WITH D49
WRAPPING FABRIC WITH 50mm COVER UP TO U/SIDE OF
SLAB LEVEL.

ALL STRIP FOUNDATIONS TO BE CENTRED ON WALL
CONSTRUCTION OVER UNLESS SHOWN OTHERWISE.

SAFETY, HEALTH AND ENVIRONMENTAL
INFORMATION

IN ADDITION TO THE HAZARDS/RISKS NORMALLY ASSOCIATED
WITH THE TYPES OF WORK DETAILED ON THIS DRAWING,
PLEASE NOTE THE FOLLOWING REGARDING SIGNIFICANT RISKS
CONSIDERED UNUSUAL, LIKELY TO BE DIFFICULT TO MANAGE
OR NOT LIKELY TO BE OBVIOUS TO A COMPETENT
CONTRACTOR OR OTHER DESIGNERS.

IT IS ASSUMED THAT ALL WORKS WILL BE CARRIED OUT BY
A COMPETENT CONTRACTOR WORKING, WHERE APPROPRIATE,
TO AN APPROVED METHOD STATEMENT.
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