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Bespoke commercial-grade
breathable knitted fabric HDPE

100mm Ø, flat topped steel post

Stainless steel hardware. This
will include: eye bolts with

washers, nuts and caps,

turnbuckles and D shackles

Proposed AstroTurf Surfacing

Compacted ground

Build ups and foundation

to engineers design and

specification
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Carn Gwavel

Church Road

St Mary's

Isles of Scilly

TR21 0NA

Canopy

150457-STL-XX-XX-DR-L-XXXX-09408

Anna Tryka

Dan Hutchinson

150457

Council of the Isles of Scilly

General notes:

• Drawing to be read in conjunction with all other relevant drawings and documents.

• Main contractor to determine exact location of services/drainage, this should to be

confirmed on site prior to commencement of works to avoid tree pit / services conflicts.

• All foundations and base formations to Engineers design and specifications.

• All drainage details to Civil Engineers specification and details.

• All manhole covers within paved areas to be recessed. Manhole covers are to withstand

the appropriate loading class within any given area, manufacture and product details are

to be confirmed with the Engineer and Landscape Architect.
• External Lighting to Engineers detail and specification.

• This drawing assumes that the existing site subsoil could be re-used.

• All treatment of softwork areas to comply to BS4428 Code of Practice for general

landscape operations.

• All native shrub & hedge species plant type supplied for designated areas are to be

determined by the proposed planting season. (ie bareroot or container grown stock).

• Works described on this drawing include operations within or close to the root protection

areas of very important trees. Excavation to be carried out in accordance with
Arboricultural survey requirements.

If in doubt, STOP and seek clarification.

For more product information,
details of prices andlead times on

the products, please contact

supplier:

9 - 11 Faraday Close

Gorse Lane Ind. Estate

Clacton on Sea

Essex CO15 4TR

Tel: 0800 389 9072

www.ablecanopies.co.uk

Product info:

The fabric to be in Vanilla colour or similar.

The canopy frame to be constructed from  Ø 100mm steel posts and powder coated to Buttercup

(yellow) standard RAL colour

The fabric of the Tensile Structure is tested to BS 7837

Size - Supplied in modular squares from 3m x 3m to 6m x 6m. Multiple squares can be added

together to cover larger areas

High Strength, Waterproof Fabric – The Evershade is covered with completely waterproof tensile

fabric that has an unmatched strength and a weight of 590 g/sqm

High UV Protection – The fabric offers high protection to those underneath from the Sun’s UV rays

Steel Frame – The frame is constructed from Ø 100mm steel post (bespoke order)

High Fire Performance – The fabric has been tested to and meets the specifications for BS 7837

Frame Colours – standard RAL Buttercup or similar

Fabric Colours - Vanilla or similar

Similar example of proposed canopy.
For reference only.

Canopy fixing - similar example.
For reference only.

Shade Sails Canopy
Canvas dimensions

Scale 1:20 @ A1

Shade Sails Canopy
Side view.

Scale 1:20 @ A1

Shade Sails Canopy
Top view.

Scale 1:20 @ A1
Shade Sails Canopy
Axonometric view.
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