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D o Note:
o Proposed Timber Bench to be made from thick
smooth-planed pressure treated timber and have a
R sturdy construction.
Timber to be in natural finish.
Al fixing to be made from galvanised steel.
o
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Similar example of proposed timber bench.
D Io For reference only.
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Rustic timber bench
Plan view

Scale 1:50 @ A3

Timber bench top. Tannalized exterior grade softwood
boards 75mm thick.

To be predrilled and fixed with steel dowling to bench
e e base.
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300 fixed with steel dowling
side elevation view B - B

elevation view A - A

Rustic timber bench
Elevation views
Scale 1:50 @ A3

Timber bench top. Tannalized exterior
grade softwood boards 75mm thick.

To be predrilled and fixed with steel
dowling to bench base.

Soft Landscaping

Proposed Block Paving.
Refer to dwg no. 90103
Hard Landscape Plans
for details
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Compacted ground

Rustic timber bench
Section A - A view with context
Scale 1:50 @ A3
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Responsibility is not accepted for errors made by others in scaling from this drawing.
All construction information should be taken from figured dimensions only.
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Site Location Plan
Scale 1:200 @ A3

General notes:

«Stride Treglown accept no responsibility for omissions and errors
made in the production of this base line information or errors in new
construction information deriving from the existing survey.

« Drawing to be read in conjunction with all other relevant drawings
and documents.

« Main contractor to determine exact location of services/drainage,
this should to be confirmed on site prior to commencement of works to
avoid tree pit / services conflicts.

« Contractor to allow for white lining of parking bays.

« All foundations and base formations to Engineers design and
specifications.

« All drainage details to Civil Engineers specification and details.

« All manhole covers within paved areas to be recessed. Manhole
covers are to withstand the appropriate loading class within any given
area, manufacture and product details are to be confirmed with the
Engineer and Landscape Architect.

« External Lighting to Engineers detail and specification.

« All treatment of softwork areas to comply to BS4428 Code of
Practice for general landscape operations.

« All native shrub & hedge species plant type supplied for designated
areas are to be determined by the proposed planting season. (ie
bareroot or container grown stock).

» Works described on this drawing include operations within or close
to the root protection areas of very important trees. Excavation to be
carried out in accordance with Arboricultural survey requirements.

If in doubt, STOP and seek clarification.
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