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Double sided butyl tape
between adhesive DPC & EPDM

decking details TBC

DPM

concrete slab

Adhesive DPC to Slab edge/Concrete & lap under cill

Line external cladding

Primme top of concrete kerb for adhesive DPC

DPC Cavity tray under concrete threshold

Black Bitumen Paint to substructure blockwork

L20/400A   Aluminium Door (thermally
broken) with level access threshold

P.C
concrete

kerb

EPDM by door supplier

125 30

63.42 m²

Nursery Room 2

Timber decking subframe
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Double sided butyl tape
between adhesive DPC & EPDM

DPM

concrete slab

Adhesive DPC to Slab edge/Concrete & lap under cill

Line external cladding

Primme top of concrete kerb for adhesive DPC

DPC Cavity tray under concrete threshold

Black Bitumen Paint to substructure blockwork

L20/400A   Aluminium Door (thermally
broken) with level access threshold

P.C concrete kerb

EPDM by door supplier

5.02 m²

Lobby

Falls 1:60

Linear threshold drain / bedding /
haunching to drain to C.E details

30125
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Concrete strip foundations as per SE details + spec

Double sided butyl tape
between adhesive DPC & EPDM

Falls 1:60

External Ground Level

P10/169A   90mm Kingspan Thermafloor rigid urethane insulation

P10/169B   Perimeter insulation

150mm hardcore well compacted as per SE details

M10/131   95mm screed with U/F heating pipes within
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300

50mm sand blinding as per SE details

J40/140   RADBAR 300 DPM

P10/316   Loose laid polythene vapour control layer

150mm concrete slab as per SE details

Linear threshold drain / bedding /
haunching to drain to C.E details

Adhesive DPC to  Slab edge/Concrete
threshold & lap under cill

Line external cladding

Primme top of concrete kerb for adhesive DPC

DPC Cavity tray under concrete threshold

F10/.....Coursing Block

Insulated concrete block

Black Bitumen Paint to substructure blockwork

L20/400A   Aluminium Door (thermally
broken) with level access threshold

P.C concrete kerb

EPDM by door supplier

56.82 m²

Nursery Room 1

cut block
laid flat
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P26

Carn Gwavel

Church Road

St Mary's

Isles of Scilly

TR21 0NA

Details - Extension - Sheet 4
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KS

GF

150457

Council of the Isles of Scilly
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Existing Door Threshold/ Timber Decking
 1 : 5

2
Main Entrance Level Threshold
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Level threshold/Floor slab junction

STATUS REV DATE DESCRIPTION

D2 P20 09.11.2017 TENDER ISSUE

D2 P24 13.11.2017 BUILDING CONTROL ISSUE

D2 P26 15.11.2017 REISSUE FOR TENDER


