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P10/169A   90mm Kingspan Thermafloor rigid urethane insulation

P10/169B   Perimeter insulation

P10/217A   80mm insulation

H21/110A   Vertical timber boarding

3 layer lime plaster (20mm) with
propietary stop beads to exposed

blockwork walls from ground level to

u/s structural timber walls

H21/135   38 x 50mm s/w horizontal batten

Insect screen

K11/485   9mm WBP plywood

P10/320A    Breather membrane

J40/190A  DPC lapped and sealed
with DPM and taken up face of slab

150mm hardcore well compacted as per SE details

M10/131   95mm screed with U/F heating pipes within

Sole plate per SE details

K10/205A   15mm GTEC Fire Board

P10/310   Continuous vapour barrier
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H21/135   38 x 50mm s/w vertical counter battens

F10/355  concrete block

H72/470   Powder coated drip flashing
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F10/355A   Foundation block to S.E Details
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G20/270   Service void - 38 x 50mm s.w batten

50mm sand blinding as per SE details

J40/140  RADBAR 300 DPM

P10/316   Loose laid polythene vapour control layer

150mm concrete slab as per SE details

PREMSIL turned up inner face of sole plate to
lap with VCL. Seal between wall & floor barrier

00 Ground Floor

+55.252

Internal bifold door to
manufacturers details + spec

P10/169A   90mm Kingspan Thermafloor rigid urethane insulation

P10/169B   Perimeter insulation

150mm hardcore well compacted as per SE details

M10/131   95mm screed with U/F heating pipes within
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50mm sand blinding as per SE details

J40/140  RADBAR 300 DPM

P10/316   Loose laid polythene vapour control layer

150mm concrete slab as per SE details

Assume blockwork substructure

25

Assume DPM under slab

Assume 150mm slab

Prime face of existing face of
block to receive Adhesive DPC

Existing blockwork removed
(External Wall) to U/S slab level

Adhesive DPC to lap with DPM

56.82 m²

Nursery Room 1
63.42 m²

Nursery Room 2

00 Ground Floor

+55.252

1

P10/169A  90mm Kingspan Thermafloor rigid urethane insulation

P10/169B   Perimeter insulation

H21/110A   Vertical timber boarding

3 layer lime plaster (20mm) with
propietary stop beads to exposed

blockwork walls from ground level to

u/s structural timber walls

H21/135   38 x 50mm s/w horizontal batten

Insect screen

J40/190A   DPC lapped and sealed with
DPM and taken up face of slab

150mm hardcore well compacted as per SE details

M10/131   95mm screed with U/F heating pipes within

Sole plate per SE details

K10/205A   15mm GTEC Fire Board

P10/310   Continuous vapour barrier
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H21/135   38 x 50mm s/w vertical counter battens

F10/355    concrete block

H72/470   Powder coated drip flashing
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F10/355 A   Foundation block to S.E Details
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G20/270   Service void - 38 x 50mm s.w batten

50mm sand blinding as per SE details

J40/140A   RADBAR 300 DPM

P10/316   Loose laid polythene vapour control layer

150mm concrete slab as per SE details

DPC turned up inner face of sole plate to lap
with VCL. Seal between wall & floor barrier

+55.477

P12/40  Ventilated Fire Barrier (VFB Plus

1
5insect mesh
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Movement joint

P10/169A    90mm Kingspan Thermafloor rigid urethane insulation

P10/169B   Perimeter insulation

150mm hardcore well compacted as per SE details

M10/131   95mm screed with U/F heating pipes within
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50mm sand blinding as per SE details

J40/140 RADBAR 300 DPM

P10/316   Loose laid polythene vapour control layer

150mm concrete slab as per SE details

Assume substructure detail

Assume DPM under slab

Assume 150mm slab

Prime face of existing face of
block to receive Adhesive DPC

ATAL PREMSIL GMA

56.82 m²

Nursery Room 1
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DPC/AIR SEAL KEY

EDPM (EXTERNAL)

pU FOAM INSULATION

EXTERNAL WEATHER SEAL

SEALANT

INTERNAL - FLEXIBLE MEMBRANE
BY INSTALLER FOR AIR SEALING

AIR SEAL TAPE

BREATHER MEMBRANE

VAPOUR CONTROL LAYER

DPC

ATAL PREMSIL

INSECT MESH
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P26

Carn Gwavel

Church Road

St Mary's

Isles of Scilly

TR21 0NA

Details - Extension - Sheet 1
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James Turner

Gareth Freathy

150457

Council of the Isles of Scilly
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External Wall/floor slab juction
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New/existing slab junction
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Window Cill - low level
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New floor slab/ Existing wall junction

STATUS REV DATE DESCRIPTION

S0 P13 09.10.2017 WIP Issue for Co-ordination

D2 P20 09.11.2017 TENDER ISSUE

D2 P24 13.11.2017 BUILDING CONTROL ISSUE

D2 P26 15.11.2017 REISSUE FOR TENDER


