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Structure

Existing Structure

Existing walls to rear store to be raised and infilled to existing width with medium density blockwork,
ng openings allow for provision of stainless steel connectors. Where door opening increased
in sized allow for the provision of pre-cast concrete lintels with a minimum bearing of 150mm each end.

External walls

To the existing timber frames walls, void between joists to be infiled with Kingspan K12 framing board
and provided to the external face with Tyvek reflex membrane, vertical timber battens and overdrawn
with cedar cladding.

Roof members

Where lean to roof is to be replaced 100x50mm tanalised wall plates are to be provided to the head of
the wall and bolted to the face of the abutting wall to support new C16 50x125mm rafters at 400mm
centfers.

Site & Dampness

Roof covering
Roof to be covered with natural slates laid on 25x50mm treated timber battens on Tyvek roofing felt on

rafters.

Abutments
Lead flashings to be provided at all roof abutments and to be installed in accordance with the Lead
Sheet Association guidance.

Ventilation

Background ventilation

All windows to habitable rooms to have not less than 8000mm?2 background ventilation. Utility room,
kitchen and sanitary accommodation to have not less than 4000mm2 background ventilation.

Drainage

Surface water
All gutters and downpipes to be formed in PYCu or Aluminium and to discharge into existing
underground drainage installation.

Glazing

All glazing to comply with BS 6206:1981 and shall comprise foughened or safety glass to the following
locations:

e between finished floor level and 800mm above floor level;

e toexternal and internal walls and partitions;

* Dbetween finished floor level and 1500mm to doors and side panels.

Glazing in small panes shall comply with the requirements of Building Regulations Approved document
N. All windows to external walls to comprise double-glazing unless otherwise stated.

Electrical Safety

All electrical work to be designed, carried out, tested, inspected and certified by a person deemed as
‘competent' in accordance with BS 7671.
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